STARCELKAPR

2002 yilinda Uretime baslayan STAR CELIK KAPI, modern ¢agin teknolojik ihtiyaclarini yakindan takip ederek kurumsallasma
strecini basari ile tamamlamustir. Kaliteden asla 6din vermeden stirekli olarak kendini yenileyen ve gelistiren STAR CELIK
KAPI, uluslararasi kalite standartlarinda deneyimli uzman personeli ile en ileri teknolojiyi kullanmayi ilke edinmistir. Bugln
7500 m2 kapali alan olmak Uzere toplam 15.000 m2 alanda Uretim faaliyetini sUrdUrmektedir.

STAR CELIK KAPI Urettigi kapl, Balkanlardan Avrupa'ya, Ortadogu’ dan Afrika'ya uzanan ihracat ve bayilik agi ile sektérinde
cok dnemli bir rol edinmistir. TUm projelerinde %100 musteri memnuniyetini en temel amag olarak géren STAR CELIK KAPI,
mUsteri ihtiyaclarina en iyi ¢6zUmu bulmayi ilke edinmis, gegmisten gintmuze kalitenin, glvenin, zerafetin, estetigin ve
intisamin sembolU olmustur.

STAR CELIK KAPI Urettigi her kapida glivenlige en Ust dizeyde 6nem vermektedir. Glvenli yasam anlayisini benimseyen ve
her kapinin bir sekilde acilmasi gerektigi ihtimalini de géz énine alan STAR CELIK KAPI, gelecek tehlikelere karsi gelistirdigi
teknolojik donanimlarla caydirici ézelligi yuksek kapilar Gretmektedir. Her zaman daha iyisini Gretmede en basarili firma
olarak yoluna devam eden STAR CELIK KAPI, tGretmis oldugu kapilarda Merkezi Kilit Sistemi, alarmli, kamerali, parmak izli
sistem ve goz retinasl ile acilabilen kapilarda TUrkiye' de ilklere imza atmis ve atmaya devam etmektedir.

STAR CELIK KAPI, zengin renk ve model cesitleri ile her gecen gln Urlin yelpazesini genisleterek cizgisini ileri tasimaktadir.
Aylik 12.000 adet celik kapi Gretim kapasitesi olan STAR CELIK KAPI, yurt ici ve yurt disi faaliyetleri ile Turkiye ekonomisine
onemli katkilar saglamaktadir.

Ilkelerinden asla taviz vermeyen ve hedeflerine ulasmak icin daha ¢ok calisiimasi gerektigi bilinciyle hareket eden STAR

CELIK KAPI, gtivenligi olmayan bir toplumun ézgur olamayacadi anlayisiyla “gtven icinde 6zgir bir yasam”icin yoluna emin
adimlarla devam etmektedir.

CELIK KAPI'DA "DUNYA STAR'I"
WORLD STAR ON SECURITY DOOR

STAR STEEL DOOR, which began production in 2002, successfully completed the operation of institutionalization by closely following
the technological needs of modern age. STAR STEEL DOOR, which continuously renewing and developing itself by never swerving
from quality, adapted the principle of using the most advanced technology with its experienced expert staff at international level.
It now continues the production in total 15.000 m2 area of which 7.500 m2 is covered. STAR STEEL DOOR gained a significant role in
its sector with its export and distributorship web reaching from Balkans to Europe and from Middle East to Africa with steel doors it
produced. STAR STEEL DOOR, which sees 100% customer satisfaction the most basic objective, adapted finding the best solution for its
customers, and it has been the symbol of quality, trust, elegance, aesthetics and magnificence.

STAR STEEL DOOR gives the security utmost importance at each door it produces. STAR STEEL DOOR, which adapts the understanding
of life security, produces doors with highly deterrent feature with technological implements that it developed against probable dangers.
STAR STEEL DOOR, which stands on its way as the most successful company at producing always the better, broke grounds and keeps
doing it in Turkey by using hook-lock system, alarm, camera, fingerprint system and eye retina on doors it produces. STAR STEEL DOOR
carries its line onward by expanding its range of products with rich colour and design variety day by day. STAR STEEL DOOR, which has
a monthly production capacity of 12.000 steel doors, adds a significant contribution to Turkish economy with its activities in the country
and abroad.

STAR STEEL DOOR, which never sacrifices its principles, and always acting with the awareness of need for working more to reach its
goals, goes on taking firm steps forward for a free life in trust by the understanding that an unsafe society cannot be free.

WORLD STAR ON SECURITY DOOR

CELIK KAPI’ DA “DUNYA STAR'l”

WORLD STAR ON SECURITY DOOR



http://borman-bg.com/vanshni-vhodni-vrati/
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Fire Exit Door
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All Series

DOORS, the borderline between your house and outworld is very first sign of your Personality. Star Eviniz ile dis dtinya arasindaki sinir hatti olan ‘KAPI’sizin kisiliginizin ilk isaretidir.
Security Doors are innovated with the latest Security Lock Systems and Technologies that presents Star Glvenlik Kapilari, 6ncelikle her tlrli tehlike ve saldiriya karsi mikemmel derecede koruyucudur ve
highest safety for the danger and impacts. en son gelismis glvenlik kilitleri ve teknoloji ile donatiimistir.




m CE iISARETI STANDARTI

Conformité Européenne” kelimelerinin bas harflerinin kisaltmasidir.

Bu standart, akredite ve onaylanmis laboratuvarlarda Grindn siki testlere tabii tutulmasi ile gdsterecedi performansla dlctlr.
CE STANDARTI ; Avrupa Birligi'nin teknik mevzuat uyumu gercevesinde, 1 Subat 2010 yilindan bu yana yasa ile, tim harici
yaya kapilarinin AB direktiflerine uymasini ve bu sekilde isaretlenmesini saglar. Bu standart kapsamina giren Grlnlerin

AB direktiflerine uygun oldugunu ve gerekli butin uygunluk degerlendirme faaliyetlerinden gectigini gdsteren bir

Birlik isaretidir. CE isareti, GrUnlerin amacina uygun kullanilmasi halinde, insan can ve mal glvenlidi ile cevreye zarar
vermeyecedini, diger bir ifadeyle Grintn glvenli bir Grin oldugunu gdsteren bir isarettir.

Boylece imalatgl, Urlnde belirtilen performans dzelliklerinin strekliligini garanti etmekle sorumludur.

CE SIGN

The abbreviation of first letters of the “Conformité Européenne” These Standarts are measured by the performances at the hardcore tests done by
acredited labratories. CE STANDARTS ensures all external pedestrian doors signed as complying the EU directives by law since February 1st, 2010
by the European Union in the framework of technical harmonization. This is a European Union sign indicating that The products covered by this
standard is in compliance with the EU directives and all conformity assessment activities needed. CE marking of products, when used for the right
purpose, will not harm the environment, human life as well as property safety. In other words, a sign indicating that the product is a safe product.
Thus, the manufacturer of the product, must ensure continuity of specified performance characteristics as responsible.

l
1) ISI YALITIMI

Bu glvenlik kapisi bolumms iki ortam arasinda isi gecisini dnlemeyi saglar.

Isi Yalitimi, sicak ya da soguk havanin isi kdpruleri vasitasi ile konutlarin icine girmesini ya da cikmasini engellemek adina
yapilan islemlerdir. Surekli artan enerji faturalari isinma icin ayrilan butceleri de arttirmaktadir. TUketilen toplam enerjinin 1/3
Unun konutlar igin sarf edildigi dustnuldtgtnde, isi yalitimi artik bir zorunluluk haline gelmis bulunmaktadir.

THERMAL INSULATION

Safety Doors must provide thermal insulation between its two way sides. Heat flows towards high temperature to low temperature by its nature
and flowing occurs to a maximum heat at the least resistance on the path. A heat gradient apears from the side of high tempeature region to low
temperture region. Thermal insulation, secures the heat gradient by reducing the heat flow from the heat gradient. Insulation Mateials are usefull
to stop the heat transfer from outside to inside as same from inside to outside. The insulation levels of the insulation materials are differs from one
to another. So the ones under the level 0,065W/mK are actually called really Insulators.

I} SES YALITIMI

Bu guivenlik kapisi bolimmus iki ortam arasinda gurdltl gecisini dnlemeyi sadlar.

Sesin olumsuz etkilerini en aza indirmek amaciyla yapilan yalitim tlriduar. Sesin ortamdaki yayilmasini kontrol altina almak ses
yalitimindaki en dnemli amactir. Ses bir ortamda yayilirken énlne bir engel ¢iktigr zaman, diger fiziksel olaylar gibi davranir.
Yani sesin bir bolimu carparak geri yansir. Bir boluma 6nidnde bulunan engel tarafindan tutulur, bir kismi da énunde
bulunan engelin diger tarafina gecger. Bu sebeple her malzemenin bir ses tutma potansiyeli vardir

SOUND ISOLATION

Safety Doors must provide thermal insulation between its two way sides. Sound isolation is a type of insulation to reduce
the negative effects of rumble. Controlling the spread of the Sounds in the environment to is the primary purposes

of sound insulation. Sound acts such the other physical phenomenas when face an obstacle while spreading in the
environment. Namely, some portion of sound reflected back as some absorbed by the obstacle but some portion passes
through the obstacle. So every material has its own max potantial of insulation for Sound.

Sl manl) it HAVA - SU - RUZGAR YALITIMI

Bu gUvenlik kapisi, mekanik glcl sayesinde sert iklimler icin, hava ve su gecisini &nlemeyi saglar.
Kapi dis iklime maruz ise ; hava, su ve rlzgar sizdirmazlik performansini artirmak icin bir set temin edilmesi mimkinddr.
Epdm contaya ek olarak, satinalma asamasinda secilecek giyotin stpurgelik, kapiya ileri bir yalitim &zelligi katar.

AIR - WIND & HUMIDITY INSULATION

Safety Doors must provide sealing from Air - Wind & Humidity with its mechanical power for thuf weather conditions. If Door
will be exposed to climate like air, water, and wind directly, An optional set can be provided to improve sealing performance.
An optional Giotine Draft Guard can provides an extra performance additionally to the EPDM Seals.

I HIRSIZLIGA KARSI DIRENG

Yuksek gtvenlikli kapilar, disaridan gelecek tehditlere karsi
amagclanan glUvenlik seviyesini saglamak igin Uretilmis,

test edilmis ve sertifikalandiriimis Grlnlerdir. Bu glvenlik
seviyeleri yeni Avrupa standardi EN 1627:2011'e gore

alti seviyede siniflandiriimis olup basit hirsizliga kars
dayanikhliktan baslayarak ntkleer veya askeri saldirlara karsi
dayanima kadar yUkselir.

ENDURANCE AGAINST BURGLARY

High Security Doors are tested and certified products
Produced for the safety to ensure intended level of
manufactured against future threats., These security levels
starts from the resistance to simple burglaries up to
resistance to high nuclear or millitary attacks according to
new European Standard EN 1627:2011.
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Uluslararasi direktifler, kanunlar,

standartlar ve duzenlemeler ile uyumludur.
Bu baglamda teknik sertifikasyon
kuruluslarr ile birlikte yakin isbirligine

girmeyi son derece 6nemli buluyoruz.

Collaborates with the main technical Certification
Associated in the context of compliance for
International Laws, Standards, Rules & Regulations.



1 Galvaniz ¢elik ana gdvde

2 Ust mil

3 Ust kilit

4 Emniyet kiliti

5 Ana merkezi kilit
6 Alt kilit

7 Ust mil yuvasi

8 Ust kilit yuvasi

9 Emniyet kelepgesi
10 Ana kilit yuvasi
11 Ayarl dil karsihg
12 Alt kilit yuvasu
13 Celik kanat cercevesi
14 Omega

15 Tas yunu

16 Strafor

17 Panel mobilya
18 Ayarlil mentese

1 Galvanized Steel Main Structure

2 Upper Miles

3 Upper Locks

4 Security Lock

5 Main Central Lock

6 Lower Lock

7 Upper Mile Burrow
8 Upper Lock Burrow
9 Security Clamp

10 Main Lock Burrow
11 Adjustible clappers
12 Lower Lock Burrows
13 Steel wing Frames
14 Omega

15 Rockwool

16 EPS

17 Panel Furniture

18 Adjustable Hinge

Kasa Kilit Yuvalari Frame Lock Burrows

Ust Kilit Upper Lock

Emniyet Kelepgesi Avyarli Dil Karsihgi
Security Clamp Adjustible clappers

Ayarli Mentese
Adjustable hinge

C

STARCELKAPR

NEW GENERATION SECURITY DOORS




Her Zaman Daha Fazla Gilivenlik

Star Guvenlik Kapilari, modern celik govde yapisiyla, cevre ile uyumlulastirmak ve yasam tarzinizi
yansitmak icin, istediginiz model, renk ve kilitleri ile tasarlayabileceginiz esnek bir yapiya sahiptir.
Govde yapisi, dayaniklilik ve saglamlhigi artiran dikey omega takviyeleri ve kaynak noktalari ile daha da
guclendirilmis ve kompakt hale donisturilmustir.

Ana kilit, hirsizlik araglarina karsi direnci artiran, delinmeye dayanimli celik plaka ile korunur.

Govde icindeki tas ylinii ve Eps Isi Yalitim Straforu mikemmel ses ve 1s1 yalitimi saglar.

Daha fazla hava sizdirmazligi ve sessiz kapanma; Kanatin ¢evresi boyunca konumlandirilmis

lleri teknoloji ile tretilen EPDM contalari ile temin edilir.

Star Celik Kapi, urtinlerindeki her detay ve tiim komponentleri, essiz sonuclarin elde edilebilmesi
amaciyla, itinali bir sekilde tasarlamis ve hayata gecirmistir.

Elektronik ya da geleneksel kilit sistemleri, i¢ veya dis mekan ¢éziimleri, bir ya da cift kanatli secenekler,
siz degerli musterilerimizin istek ve zevkine cevap vermek icin hazirlanmistir.

MORE SAFETY FOREVER

Star Glivenlik Kapilari having modern steel main structure; presents various color and lock systems to
harmonize with the environment and reflecting your lifestyle. Main Structure is transformed into Compact
body by increased welding points and reinforced vertical omega supplements.

Main Lock is Secured with the puncture-strength steel plate against burglary.

The Rockwool and EPS Materials used inside the doors presents the very best sound and thermal insulation.
Better air and wind resistance is observed by the highest technology EPDM Seals are used all around the
wings.

Star Celik Kapi applied every Innovations and designs on used components in door production in order to
observe the best and unique results.

Electronic or Traditional lock systems, indoor or outdoor solutions, single or double door options are
introduced to the needs and demands of our Respected Customers.
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NEW GENERATION SECURITY DOORS




Boss Series BS 02 Boss Series BS 03 Boss Series BS 06 Boss Series BS 07
Beyaz / White Mavi/ Blue Krem/ Cream Capuccino

Boss Series BS 04 Boss Series BS 05 Boss Series BS 08 Boss Series BS 09
Buz Mavisi / Ice Blue Kirmizi / Red Beyaz Bambu / White Bamboo Masif / Massive




‘Sanat dogada gizlidir, onu oradan ¢ikarabilecekler, ona saHip olurlar”
Albert Ddrer




Crystal Series CR 02 Crystal Series CR 03
Kiz Kulesi / Maiden's Tower Beyaz Inox / White Inox

Crystal Series CR 04 Crystal Series CR 05
Siyah Beyaz / Black White Beyaz / White

.d;'.
Cry ies CRO1 . ! ol

Siya Black Apple 3

S
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1,1UD -42dB 4TR 9A




Stone Series ST 02 Stone Series ST 03
Yesim Tas - Dogal Ahsap Manyetit - Elma / Manyetit - Apple
Yesim Naturel Wood

Stone Series ST 04 Stone Series ST 05
Onix - Masif / Onix - Massive Lapis - Tik / Lapis - Teak

S} P a STARCELK A
o B S} 3¢

1,1UD -42dB 4TR 9A




VUZEY KAPLAMALARL

TUm |ht|yaglar|mza ve ya’gam : nerften
olug.turulmugtur Duz kabgrtma ve rustik ulat
Mdflam, lake, su bazli vermmhgapiaaPamel ahga
uzman ekip ve marangoz ustalarlmrztafafadaﬂ- ol




Hologram Series HL 02

8 mm special Designed, 3D Lazer picrure application at the Kanat én ylz ézel tasarim 8 mm kalinhiginda tg¢ boyutlu lazer fotograf uygulama.
Front Face of the Wings. Kanat arka ytiz diizmodel 8 mm Mdf lizeri polivinil membran kaplama, Kasa ve
H o I Og ra m S e r i es & mm Polivinyle mebran Plated MDF at the inside Face of the kanat cercevesi celik tizeri epoksi ve polieste texture mat toz boya. Kilit Sistemi: Euro STARCEI_|K<AB

ngs. The.framework of the wing and frames are painted SR 1200 et s e e e R T O OrS
with texturised Matt Epoxy Powder Poliester.

Lock System: Euro Sylindir of 13 central System.
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STARCELKAR

NEW GENERATION SECURITY DOORS




Nano Laminox NL 02 Nano Laminox NL 03 Nano Laminox NL 06 Nano Laminox NL 07
Antik Kahve / Antique Coffee Antik Kahve / Antique Coffee Krem / Cream Beyaz Altin / White Golden

f

Nano Laminox NL 04 Nano Laminox NL 05 Nano Laminox NL 08 Nano Laminox NL 09
Beyaz / White Masif / Massive Krem / Cream Ceviz / Walnut




Granite Series GR 02 Granite Series GR 03 Granite Series GR 04
Elma/ Apple Elma / Apple Inox

o 9 STARCELKAR
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1,1UD -42dB 4TR
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Special Series SP 02 Special Series SP 03 Special Series SP 04
Kirmizi / Red Siyah / Black Beyaz / White

f

Special Series SP 05 Special Series SP 06 Special Series SP 07
Siyah / Black Kirmizi / Red Mirddm

g @ @ STARCELIKAP
9A c5

1,1UD -42dB 4TR



Smart Series SM 02 Smart Series SM 03
Elma Beyaz / Apple White Milas Beyaz / Milas White

Smart Series SM 04 Smart Series SM 05
Elma Beyaz / Apple White Milas Beyaz / Milas White

ries SM 01 :
2 Beyaz / Latin Walnut White

——

1,1UD -42dB 4TR 9A c5
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NEW GENERATION SECURITY DOORS




Leather Series LT 02
Siyah Inox

Leather Series LT 03
Inox Siyah

Leather Series LT 01
. Siyah /Black

o ol S S| 3 ) STARCELICAP
c5 4

1,1UD -42dB 4TR 9A




Outdoor Series

Yagmur, kar, giines ve nem gibi zorlu iklim sartlarina karsi uzun
omurli dis iklim kapilari.




Outdoor Series CM 02 Outdoor Series CM 03
Kirmizi Inox / Red Inox Limon Inox / Lemon Inox

Outdoor Series CM 04 Outdoor Series CM 05
Sari Inox / Yellow Inox Mavi Siyah / Blue Black

o] 9| S ¥ 6 STARCELICAP
Cc5 4

1,1UD -42dB 4TR 9A




Bosphorus Series BP 02
Beyaz / White

Bosphorus Series BP 03
Beyaz / White

o) = STARCEKAR
4

1,1UD -42dB 4TR 9A Cc5
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Rustic Series RL 02
Bambu / Bamboo

Rustic Series RL 05

Koyu Antik / Dark Antique

Rustic Series RL 03
Kirmizi / Red

Rustic Series RL 06
Kirmizi / Red

Rustic Series RL 04
Acik Mavi / Light Blue

Rustic Series RL 07
Turkuaz / Turquoise
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Laminart Series R 700
Lake Amerikan Ceviz
Lacquer American Walnut

Laminart Series R 702
Abanoz Lake / Lacquer Ebony

Laminart Series R 701
Lake Amerikan Ceviz
Lacquer American Walnut

£
o

Laminart Series R 703
Latin Ceviz Lake
Latine Walnut Lacquer

Laminart Series R 705 Laminart Series R 706
Lake Amerikan Ceviz / Lacquer American Lake Kizil Ceviz / Lacquer Red Walnut

Laminart Series R 709 Laminart Series R 710
Bambu Lake / Bamboo Lacquer Negro Lake / Negro Lacquer
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Inox Series [ 601 Inox Series [ 603
Mese / Oak Negro / Negro

Inox Series [ 604 Inox Series [ 607

Latin Ceviz / Latine Walnut Negro / Negro




Arte Series T510

Arte Series T 500 Arte Series T501
Amerikan Ceviz / American Walnut

Venge Bambu / Wenge Bamboo Maun Beyaz / Mahogany White

o
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1,1UD -42dB 4TR 9A



En ince ayrintisina kadar disindlmdas renge renk katan kanat cerceveleri.
Glivenlik hi¢c bu kadar renkli ve keyifli olmamust..

Thought in details; Colors in Colors for the Wing Frames.
Security has never been so colorful and enjoyable.

Kirmizi / Red

Yesil/ Green
Buz Mavi / ice Blue
Sari/ Yellow

Lacivert / Navy
Antrasit / Antracite

— — oy - - W W W

— T - —~ ~ — g

- — - - B B B i
— T T, = A & & &

o0 TEX . R

Beyaz / White
Turuncu / Orange
Inox Giimiis / Inox Silvver

Eflatun / Purple
Inox Altin / Inox Golden

- Gri/Grey
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Laminox Series L 200
Beyaz inci / White Pearl

Laminox Series L 207
Tanganika

Laminox Series L 201
Zebra Mese / Zebra Oak

Laminox Series L 208
Bergama Ceviz Beyaz inci
Bergama Walnut White Pearl

tipjripjripjripiripleipicipieiaieim

Laminox Series L 209 Laminox Series L 270
Metalik Ceviz /Metalic Walnut Amerikan Ceviz / American Walnut

Laminox Series L 211 Laminox Series L 2712
Zebra Ceviz - Mese / Zebra Walnut - Oak Bergama Ceviz / Bergama Walnut




Ust kilit Upper Miles

Emniyet Kelepcesi Avyarli Dil Karsihgi
Security Clamp Adjustible clappers
e

Ana Kilit

Main Central Lock

1 Galvaniz celik ana gbvde 1 Galvanized Steel Main Structure

2 Ust kilit 2 Upper Miles Ayarli Mentese
Adjustable hinge

3 Emniyet kiliti 3 Security Lock

4 Ana merkezi kilit 4 Main Central Lock
5 Alt kilit 5 Lower Lock

6 Emniyet kelepcesi 6 Security Clamp

7 Ana kilit yuvasl 7 Main Lock Burrow

8 Ayarli dil karsihg 8 Adjustible clappers [ _ —

9 Alt kilit yuvasu 9 Lower Lock Burrows
10 Celik cerceve 10 Steel wing Frames
11 Omega 11 Omega

12 Tas yunu 12 Rockwool

13 Strafor 13 EPS

14 Panel mobilya 14 Panel Furniture

15 Ayarli mentese 15 Adjustable Hinge
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Doda Series D 100 Doga Series D 101 Doga Series D 105 Doga Series D 108
Metalik Ceviz / Metallic Walnut Beyaz inci / White Pearl Metalik Ceviz / Metallic Walnut

Bergama Ceviz / Bergama Walnut

Doga Series D 103 Doga Series D 104 Doga SeriesD 110

Zebra Mese / Zebra Oak Sparta Ceviz / Sparta Walnut Zebra Ceviz / Zebra Walnut

Kanat 6n ylz &zel tasarim 8 mm Mdflam lzerine
rustik uygulama.

Kanat arka yliz dliz model 8 mm Mdflam kaplama,
Kasa ve kanat cercevesi celik lizeri epoksi ve polieste
texture toz mat boya.

Kilit Sistemi: Euro Silindirli 8'li merkezi sistem.

8 mm special Designed Lam plated MDF with Rustic
application at the Front Face of the Wings.

8 mm Lam Plated MDF at the inside Face of the Wings.
The framework of the wing and frames are painted with
texturised Matt Epoxy Powder Poliester.

Lock System: Euro Sylindir of 8 central System.




Fire Exit Door FE 02 Fire Exit Door FE 03
RAL 9010 Beyaz / RAL 9010 White RAL 9006 Gri/ RAL 9006 Grey

Fire Exit Door FE 04 Fire Exit Door FE 05 Fire Exit Door FE 06
RAL 9001 Krem / RAL 9001 Cream RAL 5010 Mavi/ RAL 5010 Blue RAL 1018 Sari / Yellow
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SISTEMLER

PARMAK iZi KONTROL KAPI GiRiS SISTEMi

Sizi, konfor ve giivenligi birlestiren Griinlerimizden biri olan Parmak izi Kontrollii Kapi Giris sistemiyle de bulusturduk.

Artik cebinizde agirlik yapan anahtarinizi yaninizda tasimak zorunda degilsiniz. Guvenilirligi klasik anahtar sistemlerinden daha
ustlin olan bu giris sistemi, parmak izinizi taniyarak kapiyi sizin igin aciyor. Uzaktan kumanda ile de kontrol edilebilen bu sistem,
timlesik alarmi sayesinde kapiya gelen darbeleri ve kapinin izinsiz agilmasini da algilayarak alarm veriyor. Elektronik kart tretimi
konusunda diinyanin ulastigi son nokta olan SMD (surface mount device) teknolojisini kullanmaktadir.

DURBUN KAMERA SiSTEMi

Bu sistem ile, kapi zilinize basildiginda, siz evde veya

disarda iken, zile basan kisinin fotografini cekebilir,

ya da video kaydini yapabilirsiniz. LCD ekranli, sik,teknolojik ve
prestijli bu cihaz, tim ev halkinin ¢ok severek kullanacadi bir
cihaz olacaktir ve sadece tek bir tusa basilarak kapinin dniindeki
kisinin goriintlisiinl genis ekraninda gosterecektir.

Kamera : 0.3 megapiksel CMQOS

LCD ekran:3,5"TFT

Calisma glicli : 4 adet AAA alkalin pil

Kapi zili 6zellgi

Zil caldiginda hafiza kartina fotograf kaydi
ic taraftan yapilabilen video kayd.

2 GB SD kart

Giyotin Siipiirgelik

FINGERPRINT DOOR ENTRY SYSTEM

We hereby introduce our Fingerprint Controlled Door Entry System product that provides the
comfort with safety.

The heavy keys are not neccessary to carry anymore. This better safety providing system
opens the door for you by identifying your fingerprint. The system which can be controlled
by a remote, sensing also the impacts on the door as well as the unauthorized openings by
its itegrated alarm. Using the latest technology SMD (surface mount device) reached to the
highest level on Elektronic Cards Production.

BINOCULAR CAMERA SYSTEM

This Electronic Binocular presents a picture taking or short video
recording of the guest even if you are not at the house.

This beautiful and technologic device that takes one touch picture of the
people in front of the door on its LED Screen, will be a product in use for
All family.

Camera : 0.3 megapicsel CMOS
LCD Screen : 3,5 TFT

Work Power : 4 adet AAA alkalin pil
Door Rings

SD Card recording the picture when bell rings.
Video recording from inside.
2GBSD Card

Her hangi bir ¢elik kapi icin vazgecilmez olan giyotin Tim Star modellerine uygulanabilinir, size opsiyonel olarak sunulmaktadir.
Hava, toz ve suyu engeller ve kapi agildiginda otomatik olarak iceri gekilir.

QUATTRO KILIT SISTEMI

Glicli ve glvenilir olan bu sistem, hirsizlik girisimlerine karsi
kesin ¢ozimdiir.

“ Star 4x4 " Kilit Sistemine, yalnizca Star Celik Kapi triinleri ile
sahip olabilirsiniz.

“Star 4x4": Guvenlik kilitleri arasinda tartismasiz gercek bir “Star”.

QUATTRO 4X4 SYSTEM

This very Dependable and Safe System is a powerfull and definit
solution to the burglary ventures.

This Unique 4x4 Lock System is awailable only with STAR SECURITY
DOORS and nowhere else.

Star is indisputable Star with its “Star 4x4 “ Lock system.

DOUBLE KILIT SiSTEMi

Guvenli ve saglam “Double Sistem ’, geleneksel tip anahtardan
vazgecmek istemeyenler igin ideal ¢6ziimdi ifade ediyor.
Goruntusu ile sizlerin tercih ettigi klasik veya modern stili
yansitabiliyor, her tiirli agma tesebbiisiine karsi dayanikl hale
getirilen celik kapi, yeniden yorumlanmis ve

Avrupa'daki en yaygin mekanik kilit sistemi olan

silindirli kilit ile desteklenmistir.

DOUBLE SYSTEM

Double System is valid as the ideal solutions for the ones who are
not willing to change traditional Key systems.

This Modern and the most common locks system of Europe with its
reinterpreted design and system is very deterrent and strong that
supported with mechanic mills against burglary ventures.
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CARPMASIZ SISTEM
Boyle bir sistem; kapinin acihs ve kapanisini tamamen kontrol altinda tutar. Hava akimlari ve riizgardan dolayi sert kapanmalara
engel olur, cocuklar ve 6ziirli insanlar i¢in kullanim kolayhigi saglar.

Kapinin istenmeden kapanmasi, ani agilisi veya siddetli carpmasina engel olur.

Ayarlanabilir kapanma dereceleri ile kapi kanadinin istenen agilarda yavaslamasini saglayan bu sistem 30, 60, 90 ve 180
dereceye ayarlanabilir olmasi ile de kullanim kolayligi saglamaktadir.

Sistem; cift kanath kapilarda, iki kanada da uygulanabilir.

SHOCK SYSTEM

| This system controls the opening and closing of the doors| Air or wind due closures are prevented and easy of use for childrens and
disabled peoples. It also prevents the sudden opening as well as the sudden closings. This system provides easiness in usage with its
30, 60, 90, 180 adjustible deceleration degrees. System can be applied on both opening wings.

ALARM SIiSTEMI

Steely ev alarm sistemlemlerinin icinde, ekonomik olmasi ve ergonomik kullanimi ile 6ne cikan bu sistem, Gizerinde bulunan Darbe
Sensori ve yliksek hassasiyeti sayesinde, kapinizin disaridan alacagi matkap veya levye darbelerine karsi,sabotaji algilar ve hemen
devreye girerek kapi acilmadan alarm vermeye baslar.

Bu Alarm Sisteminin 105 Db siddetindeki alarm uyari sesi, caydiriciligini maksimum diizeye tasir.

Kullanimi ve calistirilmasi ¢ok kolay olan bu sistem ile;

Uzaktan Kumanda ve lzerindeki Tus Takimi ile kontrol edilebilme imkani. Manyetik Kontak ve Darbe Sensort ile yliksek seviyede
glvenlik 6zelligi. Hicbir elektrik tesisatina gerek kalmadan 2 Adet AA Alkalin Pil ile uzun 6mirli calisma. 105 Db ses ile yiiksek
Alarm siddeti.

Darbe Sensorl hassasiyetinin ayarlanabilir olmasi.

Darbe Sensori’'niin istenildiginde Tek Tus ile devre disi birakilabilmesi.

9 ayri Kumanda tanitabilme 6zelligi saglanabilmektedir.

ALARM SYSTEM

Among the Steely home alarm systems, This highlighted by the economical and ergonomic use model, start giving Alarm signals when recognise
with its high sensitive sensors any Drill or Jimmy at outside . 105 Db Alert tone, carries the deterrance to the maximum level. By this very easy use
system, you can receive below abilities. Facilities of Remote Controlling or Keypad Touch Controlling, High level Security technicals with Magnetic
Contact and Hit Sensors. Long work life with 2 pieces of AA Batteries, Without the need for any electrical installation 105Db very high Alarm tone
level. Adjustible sensitivity of Impacts. One touch deactivation of Impact sensor. 9 separated remote designation cappacity.

STAR-X MOTORLU ELEKTRONIK KiLIT

Tasarim trendlerine uyarlanmis ¢agd acan bir teknoloji.

islevsel, basit ve glivenli. Sofistike bir yapiya sahip, otomatik bir elektronik sistem tarafindan kumanda edilir, Keyless System (Anahtarsiz
Sistem) sayesinde, geleneksel anahtar kullanimina lizum olmaksizin, evinize giris ve ¢cikis 6zgurligline olanak saglar.

Bu yenilikli glvenlik sistemi, kapiya sinyal génderen bir mikrochip sayesinde, eve giris ve c¢ikiglarin aktif olarak kontrol altinda
tutulmasina imkan tanir. Her bir microchip, sonsuz kombinasyonlar arasindan segilmis tek ve essiz, ayrica da klonlanamaz bir koda
sahiptir.

GSM Modiili

Bu modiil, STAR-X motorlu elektronik kilit kontrollii kapiyi, uzaktan kumanda yerine guinlik kullandigimiz cep telefonu ile agma
olanag saglar. Cihaz bir cagn aldiginda, cagri yapan numarayi tespit ederek ¢agriyi hemen red eder. Arayan numaranin hafizasina
onceden kaydedilmis numaralardan biri olup olmadigina bakar. Eger kayith numaraysa, réleyi bir kez tetikleyerek kapiyi acar.
Cihaza SMS ile komut gondermeye yetkili olan sadece bir tek numara vardir. (SMS Admin-SMS Yetkilisi ) Bu cep telefonundan belirli
formatlarla géndereceg@iniz SMS mesajlari ile cihaza yeni bir numara ekleme, kaydedilmis bir numarayi silme olanagi saglar. Guvenli
ve esnek kullanim. Bir SMS mesajiyla yeni kullanici ekleyebilir veya listede mevcut olan bir kullaniciyi silebilirsiniz.

Mesafe sorunu yok. Cep telefonunuzun cektigi her yerden kapinizi agabilir ve kilitleyebilirsiniz. Uzaktan kumandanizi kolaylikla
unutabilirsiniz, Ama cep telefonunuz genellikle yaninizda olur.

STAR-X ELECTRONIC LOCK

Pioneer technology revolutionized to the designing trends.

Functional, simple and secure. Having a sophisticated structure and controlled by an automated electronic system, Through the Keyless System
(Keyless System), that allows freedom of entry and exit or to switch to your home without the need of keys .

With this innovation; the security system, keeps the house under control for entries and exits through a microchip that sends a signal to the door.
Each microchip, has a unique codes observed from endless combinations that can not copied.

GSM Module

This module enables to open the STAR-X Elextronic lock applied Door by the cellular phone instead of any remote controls. When the device
receives a call, the module identifying but rejects the calling number. Checks if the Caller ID is in the memory as one of the numbers is pre-
recorded . If pre-recorded number is calling can open the door by shaking the device once. Only one Administrator phone number is authorized
to send a confirmation SMS to open the door by cellular. (SMS Authorized - SMS Admin ) With different formated of SMS, Administrator can add
new numbers or cancel one pre-recorded numbers. Secure and flexible to use. Distance is no problem . You can open or lock your door from
everywhere aslong as coverage is awailable. You may forget your remotes but generally never forget your Cellular
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TEK ACILIR SISTEM TEKNIK OLCULERI CiFT ACILIR SiSTEM TEKNiK OLCULERI
SINGLE WING DOOR TECHNICALS DOUBLE WING DOOR TECHNICALS

B C

A

TEK ACILIR, CIFTLi KANAT SISTEM TEKNiK OLCULERI

F SINGLE OPENING DOUBLE WING DOOR TECHNICALS
C
G
B1 A
 §
TEK ACILIR SISTEM TEKNiK OLCULERI
SINGLE WING DOOR TECHNICALS
A 915 965 1015
B 1075 1125 1175
C 860 910 960
D 90 90 90
E 150-260 | 150-260 | 150-260
F 935 985 1035
G 1080 1130 1180
H 1975 2025 2075 K | H L M
! 2000 2050 2100 CiFT ACILIR SiSTEM TEKNiK OLCULERI
K 2075 2125 2175 DOUBLE WING DOOR TECHNICALS
L 1990 2040 2090 P P e e
COlgiisti | AOlciisii | BOIlcgusii | LOlglisu
M 2080 2130 2180
1200 mm | 900 mm | 300 mm | 1990 mm
1400 mm [ 900 mm | 500 mm | 1990 mm
1600 mm | 900 mm 700 mm | 1990 mm
1800 mm | 900 mm | 900 mm | 1990 mm

TEK ACILIR, CIFTLi KANAT SiSTEM TEKNiK OLCULERI

SINGLE OPENING DOUBLE WING DOOR TECHNICALS

C Olciisii A Olciisii B1 Olciisii B2 Olciisii L Olgiisii
1500 mm 900 mm 300 mm 300 mm 1990 mm
1800 mm 900 mm 450 mm 450 mm 1990 mm
2000 mm 900 mm 550 mm 550 mm 1990 mm




YANGIN KAPISI TEKNIiK BILGILER

YANGIN DAYANIMI

120 dakika yangina dayanikhdir.

KAPI KASASI

Yarim kasa, epoksi kaplama 1.5 mm kalinliginda yUksek
dayanimli celikten imaldir. Hava akimini kesecek sekilde
tasarlanmistir.

SAPTAMA

Kapi kasasi, dayanim sUresi ve 6lgUstne badli olarak 6-13

FIRE RESISTANCE

120 Minutes.

DOOR FRAME

Designed to seal the air flow. Made of Epoxy plated 1,5mm
high endurance steel.

MOUNTING SCREW

Door Frames are shipped with 6 or 13 mounting screw

TEK ACILIR SISTEM TEKNiK OLCULERI

SINGLE WING DOOBTECHNICALS

A

C

: : : : . E
adet saptama noktasl ile imal ve sevk edilir. EagsEdSeEFj\eLndlng NG S8 Bl rEsEnee Hme: KG
DUMAN FiTiLli R — ' s when f E
Yangin aninda sisen duman fitili ile donatiimistir. DL(I;S)I; ‘;INVGV't an EXPansIve seals when fre. A 820 870 920
KAPI KANADI Sy . e Sl W B 900 950 1000
Kapi kanadi 0.8 mm et kalinliginda galvanizli celik plakadan O.m '”9 LS S mm galvanized Steel. Wing C 40 40 40
. o o . Thickness is 50mm for 120minute.
imal edilmistir. 120 dakika icin Kanat kalinligr: 50 mm D 90 90 90
ISOLATION
YALITIM . . , . E 890 940 990
: y L 150kg/m3 high density 40mm Rockwool Isolation material
Yalitim malzemesi 150kg/m3 yogunluklu 40mm tas yinu ; T ] F 1000 1050 1100
3 ) is applied inside. Presents Thermal and Sound Insulation.
10mm yangin plakasi. Isi yalitimi saglar. Ses yalitimi saglar. G 1970 1970 1970
HINGES
MENTESELER . . : , H 40 40 40
. Comes with DIN Certificated 2 pieces of hinges. One of
DIN sertifikali, kanat basina 2 adet mentese bulunur. . . . , K 5050 5050 5050
ieniselen 5 mnes kel e e kepnmisy the Hinges for every door is as spring-load ball bearing H
adjustible to enable self closing. Handle and Lock are L 2090 2090 2090

saglamak Uzere yayli olup digeri bilyeli rulmanhdir. Kol,
kilit: DIN standartlarina gére monte edilmis kilit ve silindirik
anahtar. DIN standartlarina gore, siyah renkli ergonomik

applied with sylindric keys according to DIN Standards .
According to DIN, Black Color, high endurance ergonomic

CIFT ACILIR SISTEM TEKNIK OLCULERI

kapi kolu ve banik bar kol yangina dayaniklidir. zslogTiaSSERT)nSd R I e DOUBLE WING DOOR TECHNICALS E
REI STANDARDI . ard o he d
RE veya REl adi; belirlenmis bir zaman diliminde istikrar, an psaichieSio el CarSOiiE iy Sle Sdies C

sizdirmazlik ve isi yalitimi 6zelliklerinin belirli zamanlar igin
yanginin varhgr durumunda 6zelliklerini muhafaza etmede
Urdnun kapasitesini gbstermektedir.

R = STABILITE

Yangin saldirisina karsi mekanik direncin muhafazasi.

E = SIZDIRMAZLIK

Duman veya alevin olusma ve gecisini dnleme yetenedi.

I =YALITIM

Isi iletimini azalma kapasitesi.Bir RE Grind, alevleri ve
duman engelleme ve mekanik istikrari muhafaza etme

VEIEELINS SERTE 50,60, 20 T eetdl e aEmamesIe and fire as well as maintaining the mechanical stability for A 850 850 850
Bir REI Urliny; alevleri ve dumani engellemeye ek olarak; 30, 30, 60, 90, 120 minutes time period.. B 375 575 850
60, 90 dakika olabilecek belirli bir stire icin “soguk tarafinda” A REI Product, Apart from the cappability of preventing the C 1200 1400 1675
diye adlandirilanin Gzerinde maksimum 180°'ye kadar s smoke and fire; Must provide max 180° degree of heat at D 90 90 90
iletimini icerir. the cold side of the door. E 1280 1480 1755
F 40 40 40
G 1970 1970 1970
H 40 40 40
K 2050 2050 2050
L 2090 2090 2090

of the loss of it properties like stability, sealing and thermal
insulation when fire occurs.

R = STABILITY

Yangin saldirisina karsi mekanik direncin muhafazasi.
Preservation of mechanic strength against Fire Attacks.

E = IMPERMEABILITY

The ability to prevent the Fire or smoke formation or
repelance.

I =ISOLATION

Capacity of Thermal Insulation level.

A RE Product, has the cappability of preventing the smoke
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Boss Series

BSo01 BS02 BS03 BS 04

Bordo / Claret Red Beyaz / White Mavi / Blue Buz Mavisi / Ice Blue

BS 08 BS 09
gS 07 ) Beyaz Bambu Masif
apuccino White Bamboo Massive

Krem / Cream

Hologram Series

HLO1 HL 02

Crystal Series

CRO1 CRO2 CRO3 CR 04
Siyah Elma Beyaz Inox Siyah Beyaz
Black Aplle White Inox Black White

Stone Series

SsTo1 ST02 ST03 ST04
Agate - Dogal Ahsap Yesim Tas - Dogal Ahsap Manyetit - EIma Onix - Masif
Agate - Naturel Wood Yesim Naturel Wood Manyetit - Apple Onix - Massive

Nano Laminox

NLO1 NL 02
Kirmizi Inox Antik Kahve
Red Inox Antique Coffee

NLO07 NL 08
Beyaz Altin Krem / Cream
White Golden

NLO3 NL 04 NL 05 NL 06
Antik Kahve Beyaz / White Masif / Massive Krem / Cream
Antique Coffee

NL 09
Ceviz / Walnut

Granite Series

GRO1 GR02
Elma / Apple Elma / Apple

GR03 GR 04
Elma / Apple Inox
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Avangard Series

AVO1 AV 02 AVO03
Kirmizi / Red Mavi / Blue Beyaz / White

Qutdoor Series

CM o1 cMo02 cMo3 CM 04 CM 05
Yesil Siyah / Green Black Kirmizi Inox / Red Inox Limon Inox / Lemon Inox  Sari Inox / Yellow Inox  Mavi Siyah / Blue Black

Special Series

SPo1 SP02 SP03 SP 04 SP 05 SP 06 SPo07
Beyaz / White Kirmizi / Red Siyah / Black Beyaz / White Siyah / Black Kirmizi / Red MUrdim

i 1)

Smart Series

SMo1 SMo2 SM 03 SM 04 SM 05
Latin Ceviz Beyaz Elma Beyaz Milas Beyaz Elma Beyaz Milas Beyaz
Latin Walnut White Apple White Milas White Apple White Milas White

Bosphorus Series

BPO1 BP 02 BPO03
Beyaz / White Beyaz / White Beyaz / White

| eather Series

LTO1 LT 02 LTO03
Siyah / Black Siyah Inox Inox Siyah
Inox Black Inox Black

STARCELKAP
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Rustic Series

RLO1 RLO2 RLO3 RL 04 RL 05
Yesil / Green Bambu / Bamboo Kirmizi / Red Atk Mavi/ Light Blue Koyu Antik / Dark
Antique

RL 06 RL 07
Kirmizi / Red Turkuaz / Turquoise




Laminart Series

R 708 R 700 R 701 R702 R703 R 705 R 706

Lake Amerikan Ceviz  Lake Amerikan Ceviz Lake Amerikan Ceviz Abanoz Lake Latin Ceviz Lake Lake Amerikan Lake Kizil Ceviz
Lacquer American Lacquer American  Lacquer American  Lacquer Ebony Latine Walnut Ceviz / Lacquer Lacquer Red Walnut
Walnut Walnut Walnut Lacquer American

il

R709 R710
Bambu Lake Negro Lake
Bamboo Lacquer Negro Lacquer

¥

IRNEI

Inox Series ‘ _ ,
1600 1601 1603 1604 1607
Amerikan Ceviz Mese / Oak Negro / Negro Latin Ceviz Negro / Negro

American Walnut

Latine Walnut

Laminox Series L 208
Bergama Ceviz
L 205 L 200 L201 L207 Beyaz inci L209 L2710
Beyaz inci Beyaz inci Zebra Mese Tanganika Bergama Walnut Metalik Ceviz Amerikan Ceviz
White Pearl White Pearl Zebra Oak White Pearl Metalic Walnut American Walnut

Bt B B0 /8 B (/) B/ B B

L211 L2012

Arte Series

T 506 T500 T501 T510
Bambu Freze Mese Venge Bambu Maun Beyaz Amerikan Ceviz
Bamboo Oak

Wenge Bamboo Mahogany White

American Walnut
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Zebra Ceviz - Mese Bergama Ceviz
Zebra Walnut - Oak Bergama Walnut
Dogda Series
D 102 D100 D101 D103 D 104 D105 D 108 D110
Sparta Cevizi Metalik Ceviz Beyaz Inci Zebra Mese Sparta Ceviz Metalik Ceviz Bergama Ceviz Zebra Ceviz
Sparta Walnut Metallic Walnut White Pearl Zebra Oak Sparta Walnut Metallic Walnut Bergama Walnut ~ Zebra Walnut
Fire Exit Door
FEO01 FE 02 FE 03 FE 04 FE 05 FE 06
RAL 3000 Kirmizi RAL 9010 Beyaz RAL 9006 Gri RAL 9001 Krem RAL 5010 Mavi RAL 1018 Sari

RAL 3000 Red RAL 9010 White RAL 9006 Grey RAL 9001 Cream RAL 5010 Blue RAL 1018 Yellow




